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证书信息和有效性可扫描下方二维码或登录发证机构网站查验， 
也可在认监委网站（www.cnca.gov.cn）查询。 

 

 证书编号：2024010302646921  
  

认证委托人名称及地址 
法国溯高美电气公司 

1, Rue De Westhouse 67230 Benfeld Cedex France 
 

生产者名称及地址 
法国溯高美电气公司 

1, Rue De Westhouse 67230 Benfeld Cedex France 
 

生产企业名称及地址 
法国溯高美电气公司 

1, Rue De Westhouse 67230 Benfeld Cedex France 
 

产品名称和系列、型号、规格 
负荷隔离开关 

SIRCO 315A, SIRCO 400A, SIRCO 500A, SIRCO 630A,SIRCO CD 800A; 详见附页 
 

产品标准和技术要求 
GB/T 14048.3-2017 

 
上述产品符合《强制性产品认证实施规则  低压电器  低压元器件》

（CNCA-C03-02:2024）的要求，特发此证。 

发证日期：2024年 06月 25日   有效期至：2029年 06月 24日 



  

证书编号：2024010302646921 

证书附页：第 1页 共 1页 

 

本页为证书附页，应与证书主页同时使用。 
 
 
 
 
 
 
 
 

SIR C O  315A , SIR C O  400A , SIR C O  500A , SIR C O  630A ,SIR C O  C D  800A ; 

额定冲击耐受电压(U im p): 12kV ; 

额定绝缘电压(U i)：1000V； 

约定发热电流(Ith)：315A (SIR C O  315A ), 400A (SIR C O  400A ), 500A (SIR C O  500A ),  
630A (SIR C O  630A ), 800A (SIR C O  C D  800A )； 

额定工作电压(U e)：A C 415V； 

额定工作电流(Ie)： 315A (SIR C O  315A ), 400A (SIR C O  400A ), 500A (SIR C O  500A ), 
630A (SIR C O  630A ), 800A (SIR C O  C D  800A ); 

额定短时耐受电流(Icw )：13kA /1s(SIR C O  315A , SIR C O  400A , SIR C O  500A , 

SIR C O  630A ),16kA /1s(SIR C O  C D  800A )； 

额定短路接通能力(Icm )(峰值)：26kA (SIR C O  315A , SIR C O  400A , SIR C O  500A , 

SIR C O  630A ),32kA (SIR C O  C D  800A ); 

额定限制短路电流(Iq): 100kA (SIR C O  315A , SIR C O  400A , SIR C O  500A ), 

70kA (SIR C O  630A ); 

使用类别：A C -22A (SIR C O  630A ), A C -22B (SIR C O  C D  800A ),A C -23A (SIR C O  

315A , SIR C O  400A , SIR C O  500A )； 

极数：3P, 4P； 

50/60H z; 

 

 



 

  

 

 

 

 
 
 
 
 
 
 

 
 SIG N AT U R E : 

 
 

 

 
 
 
 

The certificate inform ation and validity could be checked by scanning the Q R  code below  or logging in to 

the w ebsite of the issuing authority, or on the w ebsite of the C N C A  (w w w .cnca.gov.cn). 
 

       

 C E R T IFIC AT E  N O .: 2024010302646921  
  

N A M E  A N D  A D D R E SS O F T H E  A PPL IC A N T  

SO C O M EC  S.A .S 

1, R ue D e W esthouse 67230 B enfeld C edex France 

 
N A M E  A N D  A D D R E SS O F T H E  M A N U FA C T U R E R  

SO C O M EC  S.A .S 
1, R ue D e W esthouse 67230 B enfeld C edex France 

 
N A M E  A N D  L O C AT IO N  O F T H E  FA C TO R Y  

SO C O M EC  S.A .S 

1, R ue D e W esthouse 67230 B enfeld C edex France 

 
PR O D U C T  N A M E ,M O D E L A N D  SPE C IFIC A T IO N  

Load Sw itch-disconnector 

SIR C O  315A , SIR C O  400A , SIR C O  500A , SIR C O  630A ,SIR C O  C D  800A ; See the A ppendix 

 
STA N D A R D S A N D  T E C H N IC A L R E Q U IR E M E N T S FO R  T H E  PR O D U C T S 

G B /T 14048.3-2017 

This is to certify that the above m entioned product(s) com plies w ith the requirem ents of 

im plem entation rules for com pulsory certification(R EFN O . C N C A -C 03-02:2024). 

Valid from : Jun.25,2024         V alid until: Jun.24,2029 



  

C E R T IFIC AT E  N O . : 2024010302646921 

A ppendix：Page 1 of 1 

 

This page is attached to the certificate and should be used at the sam e tim e as the certificate page. 
 
 
 
 
 
 
 
 

SIR C O  315A , SIR C O  400A , SIR C O  500A , SIR C O  630A ,SIR C O  C D  800A ; 

U im p: 12kV ; 

U i：1000V； 

Ith：315A (SIR C O  315A ), 400A (SIR C O  400A ), 500A (SIR C O  500A ),  

630A (SIR C O  630A ), 800A (SIR C O  C D  800A )； 

U e：A C 415V； 

Ie： 315A (SIR C O  315A ), 400A (SIR C O  400A ), 500A (SIR C O  500A ),  

630A (SIR C O  630A ), 800A (SIR C O  C D  800A ); 

Icw：13kA /1s(SIR C O  315A , SIR C O  400A , SIR C O  500A ,  

SIR C O  630A ),16kA /1s(SIR C O  C D  800A )； 

Icm (Peak)：26kA (SIR C O  315A , SIR C O  400A , SIR C O  500A ,  

SIR C O  630A ),32kA (SIR C O  C D  800A ); 

Iq: 100kA (SIR C O  315A , SIR C O  400A , SIR C O  500A ), 70kA (SIR C O  630A ); 

U tilization category：A C -22A (SIR C O  630A ), A C -22B (SIR C O  C D  

800A ),A C -23A (SIR C O  315A , SIR C O  400A , SIR C O  500A )； 

Poles：3P, 4P； 

50/60H z; 

 

 

 


